NOTES:
COUPLINGS SHALL BE HYMAX 2000 SERIES COUPLINGS AS MANUFACTURED BY TOTAL PIPING SOLUTIONS, INC. OR TMWA APPROVED
EQUIVALENT.
SNAP MACHINED END OFF TRANSITE (AC) PIPE TO EXPOSE ROUGH BARREL. INSTALL COUPLING ON ROUGH BARREL SECTION OF
TRANSITE PIPE.
FIELD MEASURE ACTUAL PIPE 0.D. PRIOR TO ORDERING COUPLING. FOR OTHER TYPES OF PIPE NOT LISTED IN THE CHARTS BELOW
AND/OR PIPE 0.D.’S WHICH MAY DIFFER FROM THOSE LISTED BELOW, CONSULT MANUFACTURER’S SIZING CHART.

6” €900 PVC (C900)
6” DUCTILE IRON (DI)

LOW RANGE (€900, DI)
6.42 — 7.05
LOW RANGE (€900, DI)
6.42 — 7.05

6” TRANSITE (AC) ROUGH BARREL
CLASS 100/150/200

HIGH RANGE (AC)
7.01 - 7.68

LOW RANGE (€900, DI)
6.42 — 7.05

TYPE OF PIPE

HYMAX COUPLING
PART NO.

2000-0768-260

HYMAX COUPLING
PART NO.

2000-0768-260

6” €900 PVC (C900)
6” DUCTILE IRON (DI)

HYMAX COUPLING
PART NO.

2000-0768-260

HYMAX COUPLING
PART NO.

2000-0768-260

LOW RANGE (C900, DI)
6.42 - 7.05
HIGH RANGE (AC)
7.01 - 7.68

HIGH RANGE (AC)
7.01 - 7.68

HIGH RANGE (AC)
7.01 - 7.68

6” TRANSITE (AC)
ROUGH BARREL

CLASS 100/150/200

8” €900 PVC (C900)
8” DUCTILE IRON (DI)

LOW RANGE (€900, DI)
8.54 - 9.17
LOW RANGE (€900, DI)
8.54 - 9.17

LOW RANGE (C900, DI)
8.54 — 9.17
HIGH RANGE (AC)
9.13 - 9.84

8” TRANSITE (AC) ROUGH BARREL
CLASS 100/150/200

HIGH RANGE (AC)
9.13 - 9.84
LOW RANGE (C900, DI)
8.54 - 9.17

HIGH RANGE (AC)
9.13 - 9.84
HIGH RANGE (AC)
9.13 - 9.84

TYPE OF PIPE

HYMAX COUPLING
PART NO.

2000-0984-260

HYMAX COUPLING
PART NO.

2000-0984-260

8” €900 PVC (C900)
8” DUCTILE IRON (DI)

HYMAX COUPLING
PART NO.

2000-0984-260

HYMAX COUPLING
PART NO.

2000-0984-260

8” TRANSITE (AC)
ROUGH BARREL
CLASS 100/150,/200

10” C900 PVC (C900)
10” DUCTILE IRON (DI)

10" TRANSITE (AC) ROUGH BARREL
CLASS 100/150

10” TRANSITE (AC 200)

TYPE OF PIPE ROUGH BARREL - CLASS 200

10” €900 PVC (C900)
10” DUCTILE IRON (DI)

HYMAX COUPLING
PART NO.

2000-1226-260

LOW RANGE (€900, DI)
10.96 — 11.63
LOW RANGE (€900, DI)
10.96 — 11.63

HYMAX COUPLING
PART NO.

2000-1226-260

LOW RANGE (AC)
10.96 — 11.63

LOW RANGE (€900, DI)
10.96 — 11.63

HYMAX COUPLING
PART NO.

2000-1226-260

HIGH RANGE (AC 200)
11.59 - 12.26
LOW RANGE (€900, DI)
10.96 — 11.63

10" TRANSITE (AC)
ROUGH BARREL
CLASS 100/150

HYMAX COUPLING
PART NO.

2000-1226-260

LOW RANGE (C900, DI)
10.96 — 11.63
LOW RANGE (AC)
10.96 — 11.63

HYMAX COUPLING
PART NO.

2000-1226-260

LOW RANGE (AC)
10.96 — 11.63
LOW RANGE (AC)
10.96 — 11.63

HYMAX COUPLING
PART NO.

2000-1226-260

HIGH RANGE (AC 200)
11.59 - 12.26
LOW RANGE (AC)
10.96 — 11.63

10" TRANSITE
(AC 200)
ROUGH BARREL
CLASS 200

HYMAX COUPLING
PART NO.

2000-1226-260

LOW RANGE (€900, DI)
10.96 — 11.63
HIGH RANGE (AC 200)
11.59 - 12.26

HYMAX COUPLING
PART NO.

2000-1226-260

LOW RANGE (AC)
10.96 — 11.63

HIGH RANGE (AC 200)
11.59 - 12.26

HYMAX COUPLING
PART NO.

2000-1226-260

HIGH RANGE (AC 200)
11.59 - 12.26
HIGH RANGE (AC 200)
11.59 - 12.26

TYPE OF PIPE

12” €900 PVC (€900)

12" TRANSITE (AC) ROUGH BARREL

12” DUCTILE IRON (DI) CLASS 100/150/200

12” €900 PVC (C900)
12” DUCTILE IRON (DI)

HYMAX COUPLING

PART NO.
2000-1441-260

LOW RANGE (€900, DI)

13.15 - 13.78

LOW RANGE (€900, DI)

13.15 - 13.78

HYMAX COUPLING
PART NO.

2000—-1441-260

LOW RANGE (€900, DI)

HIGH RANGE (AC)
13.74 - 14.41

13.15 - 13.78

12" TRANSITE (AC)
ROUGH BARREL

CLASS 100/150/200

HYMAX COUPLING

PART NO.
2000-1441-260

LOW RANGE (€900, DI)

13.15 - 13.78

HIGH RANGE (AC)
13.74 — 14.41

HYMAX COUPLING
PART NO.

2000—-1441-260

HIGH RANGE (AC)
13.74 - 14.41

HIGH RANGE (AC)
13.74 - 14.41

TRUCKEE MEADOWS WATER
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APPENDIX 10C

HYMAX 2000 SERIES COUPLING CHART
TRANSITE (AC), C900 PVC, DUCTILE IRON PIPE
FOR MAIN SIZES 6-INCH THROUGH 12-INCH

DRAWING NUMBER

DISTRIBUTION TRANSITION FITTINGS

10C-2




